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LOW VOLTAGE

GEL COVER LINE
Gel pre-filled accessories for straight connections, 
for the protection, safety and covering of electrical 
connections using strip connectors or alternatives.

PRE-FILLED IPX8 - FLAT

ADVANTAGES    
 ���For 3 x 1 to 6 mm2 cables or 3 insulated wires.
 For domestic and industrial connections.
 �To put household systems in order.
 Also for underwater use.
 �Pre-filled with a gel that is not-classified as hazardous under the CLP 
Directive and with no shelf life.
 Ready to use.

Gel: UL 94-HB 

Working temperature: 90°

Installation temperature: -40°C / +50°C

Fully submersible

Can be used underground

Halogen-free Gel 

UV resistant

Electrical performance: 
• CEI EN 50393 as applicable 
• Class 2 in accordance with CEI 64-8.

GEL
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LOW VOLTAGE

PRODUCT
Item Colour

Housed connectors
type

N°
pieces 

Package
type 

Dimension
 (mm)

OHM
OHM

2 from 4 mm2

1 blister
61 x 35 x 28

OHM PACK 11
OHMPACK11

11 box

PRODUCT
Item Colour

Housed connectors
type

N°
pieces

Package
type 

Dimension
 (mm)

GEL COVER 4
GELCOVER4

2 from 4 mm2

1 blister
61 x 35 x 28

MAMMUT GEL COVER
MAMMUTGELCOVER

8 box

BAR
BAR

3 from 4 mm2 /  6 mm2

1 blister
63 x 41 x 28

BAR PACK 9
BARPACK9

9 box

GEL COVER 6
GELCOVER6

3 from 4 mm2 /  6 mm2

1 blister
63 x 41 x 28

MAMMUT GEL COVER 6
MAMMUTGELCOVER6

6 box

No flame propagation. CEI 20-35 • IEC 60332-1 • HD405-1 (as applicable). Casing mix: UL 94-V2
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